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S5 & stainless
stee! U- bolt with

locknut and washer (Typ.)
32 holes in mounting tube

SECTION A-A
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SECTION B-8
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DAMPING DEVICE MOUNTING

TUBE U-BOLT DETAIL

(Typical}

SECTION C-C

steel U-bolt

TOP CHORD TO CROSS TUBE

U-BOLT DETAIL
(Typicol - Detail “A** and “’B*)

Domper:
Materials:

Fasteners:

GENERAL NOTES

temper T6
304, 304,

or an equivalent material acceptable to the Engineer.
All nuts shall be stainless steel canforming fo ASTH

Al94, Grade
Type 303}

or steel inserts and semifinished hexagono! heads

equivaienf fo

National Standords. Al washers sholl be stainiess
steel conforming to ASTM A240, Type 302 or 304.

One damper per truss. (3! Ibs. Stockbridge-Type Aluminum)}
Aluminum tubes shall be ASTM BZ221 alloy 6061

U-bolts sholl be produced from ASTM AZ76 Type .

316 or 3I6L. Condition A, cold finish,

8 (AIS] Type 304) or Grade 8F (AIS]
The nuts shall be *‘focknuts’’ with nylon

the finished hex series of the American

OVERHEAD SIGN STRUCTURE

DAMPING DEVICE

End Support Replacement

District




